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Phases of creation of the space

Maintenance of the existing building and the creation of
openings to allow storage of recovered objects and tools for
repair, as well as shelves and workbenches.

Steel Tube

Partial removal of the roadside retaining wall to visually
connect the site to the main road and the nearby waste
collection facility

The primary structure of the
installations is built using steel
tubes. The use of steel
enables the creation of a
simple, legible, and modular
framework — one that can be
easily assembled,
disassembled, and repaired.

Addition of a scaffolding structure with textiles to create a
covered storage area and a shaded space for outdoor
workshops during summer.

Wooden shelves and workbenches are progressively
installed, responding to evolving needs and uses.

Maintenance of the space

Municipality
Provides minimal maintenance, water, and electricity
connections.

Vallon Community Center

Coordinates partnerships with local associations, ensuring
the space does not become a dumping ground. Acts as

the primary mediator for repair activities and community
workshops, maintaining the space as an active and inclusive
place.

Waste collection facility
Provides logistical support, including the supply of containers
and facilitating access to recyclable materials.

Extension if r<=:3quired

Cladding Stone

The cladding stones were
salvaged from a building
scheduled for demolition near
Place de la Riponne in
Lausanne. This recovery
process is part of a broader
reuse methodology and can
be replicated for other
materials identified through the
Demolition Atlas — a tool that
maps buildings slated for
demolition or already
dismantled, in order to locate
and recover reusable
architectural elements.

Wood Panel

The wooden panels come
from Matériuum, a reuse
material platform based in
Geneva and Lausanne. They
were recovered from various
demolition processes across
Romandie. These panels are
integrated into the installation
in multiple ways — as flooring,
work surfaces, or shelving.
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Textile

Textiles are used to create
elements such as coverings
or spatial separations. When
attached to the steel frame,
they form temporary
enclosures, shaded areas, or
lightweight partitions, allowing
for flexible use of space.
These fabrics were sourced
from discarded materials in
collaboration with La Trame,
an association based in
Lausanne that promotes textile
reuse.




